Re: Supplier verification of compliance to material requirements of AAMA/WDMA/CSA 101/I.S.2/A440-17.

Supplier Name:







Material: Reinforcing
Supplier Address:

This document indicates that materials supplied to 

comply with the material requirements in Clause 6 of AAMA/WDMA/CSA 101/I.S.2/A440-17 applicable to all windows, doors, TDDs, and skylights including glazing, sash, panel, leaf and frame materials as listed below;

11.4 Reinforcing members DL
This Clause shall apply to all reinforcing members, including combination mullion reinforcing.

Reinforcing members, if used, shall be made from aluminum, fiberglass, austenitic, martensitic, or coated ferritic stainless steel, or another corrosion-resistant base material compatible with aluminum, treated wood, or polymeric material. Reinforcement used with highly acidic woods, such as, but not limited to, redwood, western red cedar, or yellow cypress, shall be made of galvanized steel, austenitic, martensitic, or coated ferritic stainless steel, or non-ferrous material. Wood, if used as a reinforcing member, shall comply with WDMA I.S.4. Steel, if used, shall conform to the appropriate requirements in Table 11.3.

Acknowledgement of compliance:

Signature:_________________________ 


Date_________________

Position:__________________________

References: North American Fenestration Standard / Specification for windows, doors, and skylights. AAMA/WDMA/CSA 101/I.S.2/A440-17
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